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Luscious listening. This earphone is the smallest member 
of the HD1 product family. Still, it offers uncompromisingly 
clear, brilliant and powerful sound like all HD1s, as well as 
a wealth of valuable quality details – from the nanoprecise, 
stainless-steel sound tunnel to the three-button 
multifunction remote with integrated microphone.

HD 1 In-Ear  
(M2 IE)

SPEC SHEET

FEATURES AND BENEFITS

 – Custom machined stainless steel acoustic pipe for more 
accurate sound

 – High-quality dynamic speaker system and excellent 
attenuation of ambient noise

 – Personalised fit in the ear canals (ear adapters in different 
sizes included

 – Available in two variants with a 3-button in-line remote with 
an integrated mic optimised for either Apple iOS or 
Samsung Galaxy™ smart devices

 – Two toned cable only available for black/red model. Black 
model using single black tone cable. Elliptical cable for a 
tangle-free listening experience.

 – Convenient premium c arrying case included

 – 2 year warranty
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Technical Data

General Data

Ear coupling Ear canal

Transducer principle Dynamic

Cable length 1.3 m

Plug 3.5 mm, angled

Content of delivery HD1 In-Ear earphones
Ear-adapter set (XS, S, M, L)
Premium carrying case

Headphones

Frequency response 15–22,000 Hz

Impedance 18 Ω

Sound pressure level 118 dB

THD < 0.5 %

Product Data

HD1 In-Ear
Black Red (M2 IEG)

HD1 In-Ear
Black Chrome (M2 IEG)

HD1 In-Ear
Black Red (M2 IEi)

HD1 In-Ear
Black Chrome (M2 IEi)

EAN 40 44155 21776 6 40 44155 21777 3 40 44155 21773 5 40 44155 21774 2

UPC 6 15104 28567 5 6 15104 28568 2 6 1510428564 4 6 15104 28565 1

Art. No. 507408 507409 507405 507406

Microphone

Frequency response 100–10,000 Hz

Pick-up pattern Omni-directional microphone

Sensitivity - 44 dB V/Pa

Packaging

Dimensions product packaging
(L x B x H)

4.6 x 1.7 x 6.9 in. 
(117 x 44 x 175 mm)

Weight of earphones and
packaging

5.8 oz. 
(164 g)

Dimensions of outer master
carton (L x B x H)

14 x 12.6 x 12.6 in.
(358 x 320 x 320 mm)

Number of products per outer
master carton

24

Total weight of outer master
carton and products

11.5 lbs 
(5,209 g)

Languages on packaging English, German, French, Dutch, 
Spanish, Italian, Portuguese
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