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Overview 
 

• 2 megapixel resolution 

• 60fps at 1080P 

• 26 X Optical Zoom 

• Motorized VF Lens  

• WDR with 3D DNR 

• H.265 

• Analytics: 

   Defocus detection, smart face detection, audio exception, 

   detection, VCA Support, Object left and remove detection,  

   intrusion detection, & Image distortion correction.   

•Built in Micro SD slot, up to (256GB) 

• High intensity IR : With a  Max Range of 120 meters  

• Video Insight VMS License Included 

 
 

 

Technical Specifications 
 

  
 
  

 

 

 

   

 

  

  

Device  

Image Sensor: 1/2.8” Progressive Scan CMOS 

Min. Illumination: 0.005 Lux @(F1.4,AGC ON) : 0.007 Lux @(F1.4,AGC ON)    0 Lux with IR 

Shutter Time: 1/3s to 1/100,000s 

Slow Shutter: Yes 

Lens: 4.7- 122 mm@ F1.4, angle of view: 70.5°-3.03° 

Auto Iris: DC drive 

Angle Adjustment:  Pan:0°-355°, Tilt: 0° ~ 75°, Rotation:0°-355° 

Digital Noise Reduction: 3D DNR 

WDR:  WDR 120dB 

Day/Night: IR cut filter with auto switch 

Compression Standard  

Video Compression: H.265,H.264, MPEG4, MJPEG 

Bit Rate: 32 Kbps ~ 16 Mbps 

H.264 Type: Baseline Profile/Main Profile/High Profile 

Audio Compression: G.711/G.726/MP2L2 

Audio Bit Rate: 64Kbps(G.711) / 16Kbps(G.726)/ 32-128Kbps(MP2L2) 

Image  

Max. Image Resolution: 1920 X 1080 

Frame Rate: 60fps  (1920 × 1080, 1280 x 720) 

EIS (Electronic Image Stabilization: Yes 

BLC (Back Light Compensation: Yes 

Day/Night Switch Auto/Schedule/Triggered by alarm in 

Image Setting: Saturation, Brightness, Contrast adjustable by web browser 
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Technical Specifications 
 

Network  

Analytics and Alarm Trigger: 
Cross line detection, Intrusion detection, Scene change detection, Defocus detection, audio exception detection, 
Motion detection, Face detection, Dynamic analysis, Tampering alarm, Network disconnect, IP address conflict 

Protocols: TCP/IP,ICMP,HTTP,HTTPS,DHCP,DNS,RTP,RTSP,RTCP, NTP,SMTP,IGMP,IPv6,Bonjour 

Security: User authentication, watermark, IP address filtering, anonymous access 

System Compatibility: ONVIF (Profile S, Profile G),PSIA,CGI,ISAPI 

Interface  

Audio Input: 1-ch 3.5 mm audio interface, Mic in/Line in 

Audio Output: 1-ch 3.5 mm audio interface 

Communication Interface: 1 RJ45 10M/100M/1000M Ethernet port,  

Alarm Input: 1 

Alarm Output: 1 

Video Output: 1Vp-p composite output (75 Ω/BNC) 

Onboard Storage: Built in Micro SD slot,  up to (256GB) 

Reset Button: Yes 

General  

Operating Conditions: -22 °F – 140 °F (-30 °C – 60 °C)   

Power Supply: 12 V DC ± 10%, PoE (802.3at) Power Consumption DC: 10.8W, PoE: 14W 

Power Consumption: DC: 10.8W, (-H: Max. 13W) PoE: 15W (-H: Max 18W) 

IR Range: Approx. 60-393ft ( Up to 120m) 

Impact Protection: < IK10 

Protection Level IP67 

Dimensions:  3.94” × 4.09” × 12.28” ( 100×103.9×311.8mm) 

Weight:  4.41 lbs (2000 g) 

 

 
Warranty :  4 Year Advanced Replacement  

Accessories:          ABAP-5                                 A-Pole Mount                                 A-44 Pendant + ABAP-5 
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