
EnviroSense Environmental Sensor, Temperature,
Humidity and Contact-Closure Inputs for UPS and
PDUs
MODEL NUMBER: ENVIROSENSE

 

Description
Tripp Lite's ENVIROSENSE module (when used with Tripp Lite SNMP/Web Cards or Intelligent PDU's) provides

remote temperature/humidity monitoring and a dry contact interface to control and monitor alarm, security and

telecom devices. 

Features
Connects to Tripp Lite Internal or External SNMP/Web Cards or Intelligent PDU's

Allows remote temperature/humidity monitoring in network environments

Provides monitoring and control of alarm, security and telecom devices through a dry-contact interface

Compliant with the Federal Trade Agreements Act (TAA) for GSA Schedule purchases

Specifications

General Info

Product Group POWER MANAGEMENT

TAA Compliant Yes

OVERVIEW

Model Type Hardware

Power Management Type Hardware

CERTIFICATIONS

Highlights
Environmental Sensor for use

with Tripp Lite SNMPWEBCARD

enabled UPS systems,

Monitored PDUs and Switched

PDUs

Send/receive contact closure

signals with up to four compatible

devices (such as smoke

detectors, fire alarms and

security systems)

Simple installation

Compliant with the Federal Trade

Agreements Act (TAA) for GSA

Schedule purchases

Applications
Ideal for the remote

temperature/humidity monitoring

and monitor/control of alarm,

security and telecom devices.

Package Includes
ENVIROSENSE

Manual
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Approvals TAA Compliant

WARRANTY

Product Warranty Period (Worldwide) 2-year limited warranty

© 2015 Tripp Lite. All rights reserved. All trademarks are the sole property of their respective owners. Tripp Lite has a policy of continuous improvement.

Specifications are subject to change without notice. Photos may differ slightly from final products.
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