
Epson PLQ-50M
DATASHEET / BROCHURE

Fast and reliable 24-pin dot matrix printer series, with the 
capability to handle passbooks and an LCD screen for better 
usability.

Ideal for the banking sector and post offices, the PLQ-50 models are a dot 
matrix printer series that is ultra-reliable and has the capability to handle 
passbooks. It is fast, economical to run, and it features an LCD screen for user 
convenience.

When upgrading existing passbook printers, the premium performance of the 
PLQ-50 series makes it the ideal choice. With an improved mean time between 
failures of 35,000 hours and reliable dot matrix technology, you can depend on 
these printers to deliver high-quality output with minimal intervention. 

Equally, when time is tight, the PLQ-50 series delivers fast printing of up to 560 
characters per second (High-Speed-Draft, 10cpi), utilising 24-pins and 94 
columns. Additionally, up to 6 copies can be produced simultaneously with the 
original.

The printer’s performance is matched by its cost-effectiveness. The ribbon is 
compatible across all of the Epson Passbook range and represents a budget 
friendly printing solution.

An LCD screen also provides valuable user convenience.

KEY FEATURES

Reliable
Improved mean time between failures of 
35,000 hours
Fast performance
Prints up to 560 characters per second 
with 6+1 copies
Ease of use
Featuring a new LCD screen
Consumables
Same long-lasting ribbons compatible 
with all models



PRODUCT SPECIFICATIONS

TECHNOLOGY

Number of Pins 24 pins

Number of columns 94 columns

Printing Method Impact dot matrix

Pins 24 Needles (2 x 12)

PRINT

Printing Speed HighSpeed-Draft: 560 cpi: 10 chars/s, Draft: 420 cpi: 10 chars/s, NLQ: 210 cpi: 10 chars/s, LQ: 

140 cpi: 10 chars/s, Ultra Speed-Draft: 630 cpi: 10 chars/s

Barcodes Coda bar (NW-7), Code 128, Code 39, EAN-13, EAN-8, Industrial 2 of 5, Interleaved 2 of 5, 

UPC-A, UPC-E

Carbon Copies 6 plus one original

Character Tables PCAPTEC, PC437, PC850, PC858, PC864, ISO-8859-1, ISO-8859-15, Roman 8

CONNECTIVITY

Interfaces USB 2.0 Type B, Bidirectional parallel, RS-232

PAPER / MEDIA HANDLING

Document Feed Single sheet front, Paper output front and rear, bulk measurement: yes

Paper Formats Sheet Paper (single- and multi-layer), Envelopes

GENERAL

Supply Voltage AC 100 V - 240 V, 50 Hz - 60 Hz

Product dimensions 384 x 280 x 203 mm (Width x Depth x Height)

Supported Temperature Operation 5° C - 38° C, Storage -30° C - 60° C

Compatible Operating 

Systems

Windows 10, Windows 7, Windows 8, Windows Vista, Windows XP

Mean Time Between Failures 35,000 hours

Print Head Life 600 Million Strokes/Wire

Supported Humidity Operation 10% - 80%

OTHER FEATURES

Emulations IBM PPDS, PR2, ESC/P2

Input Data Buffer 128 kB

OTHER

Warranty 12 months Carry in

Optional warranty extension available

LOGISTICS INFORMATION

SKU C11CJ10403A0

EAN code 8715946691466

Country of Origin Indonesia

Epson PLQ-50M

WHAT'S IN THE BOX

Power cable
Ribbon
Setup guide
User manual (CD)

SUPPLIES

Epson SIDM Black Ribbon Cartridge for PLQ-20/22, 
3-Pack (C13S015339) (C13S015339)

OPTIONAL ACCESSORIES

Epson SIDM Space Saving Kit for PLQ-20/22 series
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Last extracted: 2020-08-14

Trademarks and registered trademarks are the property of Seiko Epson Corporation or their respective owners. 
Product information is subject to change without prior notice.

Home users: 0343 90 37766 
Business users*: 0871 42 37766 
Republic of Ireland: 01 436 7742 
Or visit us at https://www.epson.co.uk/contactus 
* 10p per minute plus network extras.

Web:      www.epson.co.uk 
               www.epson.ie
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