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What's in the Box
• PW313D

• Tripod

• Quick Guide

• USB-A to USB-C cable (2 m/6.56 ft.)
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System Requirements

Webcam

• Operating system:

Windows:  Windows 7,  Windows 10 or later

Mac:  macOS 10.14,  10.15,  11  or later ( including M1) 

• Software Compatible: Facebook,  Youtube,  Facebook 

Messenger,  FaceTime, Line,  GoToWebinar ,  Cisco Webex,  

Microsoft Teams, ZOOM, OBS, StreamLab OBS, Skype,  Skype 

for Business,  Slack,  Google Meet,  Lifesize ,  Amazon Chime, 

Whereby (Appear. in)

Hardware System Requirement

• CPU: Intel®  Core™ 2 Duo 2.7 GHz or better;

• RAM: 2GB RAM or more

CamEngine System Requirements 

• Windows

CPU: Intel®  Core™ i5 6th or better

GPU: Intel®  UHD integrated graphics or better

RAM: 8 GB (dual-channel)  or more

• Mac

CPU: 3.8GHz quad-core Intel®  Core™ i5 or better

GPU: AMD Radeon™ Pro 580 or better

RAM: 8 GB (dual-channel)  or more

Technical Specifications

• Microphone: Dual mono omnidirectional 

microphone

• Focus: Autofocus

• Left Camera

– Image Sensor: 2MP CMOS Sensor

– Max Resolution: 1920 x 1080@30fps

– Field of View: 71°(D), 63°(H), 38°(V)

• Right Camera

– Image Sensor: 5MP CMOS Sensor

– Max Resolution: 2592 x 1944@30 fps

– Field of View: 76°(D), 67°(H), 52°(V)

• Tripod

– Weight: 167 g/5.89 oz.

– Folded Size: 180 x 30 mm/ 7.09 x 1.18 in.

• Made in Taiwan

471071067-420-5

7-9552296702-2

Right Camera

Backward Rotation 195°

Forward Rotation -75°

Left Camera

Upward Rotation 90°

Downward Rotation -15°

Learn more


