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M240 for
Business

Wireless Mouse

Secure, affordable,

and quiet as a mouse
Logitech M240 for Business is
an affordable wireless mouse
featuring Logi Bolt and Silent
Touch technology. Reliable
and versatile, easy to use,
great for all employees.

logitech

e Enterprise Secure: Connections between the mouse and Logi Bolt USB
receiver are fully encrypted and secure, with a range up to 10 meters'.

e Robust connection: In congested wireless environments, the Logi Bolt
receiver provides robust connectivity with up to 8x lower latency?.

e Quiet Clicks: Silent Touch technology reduces the mouse click noise by
90%? for less distraction and better focus on work.

e Wireless Freedom: Wireless connection is simple with the pre-paired
USB receiver or Bluetooth. Get up to 18-month battery life with the
included AA battery*.

e Portable and Comfortable: The compact, lightweight mouse can be
taken anywhere; contoured shape is equally comfortable for both left-
and right-handed employees.

e Deploy and manage: Deploy and manage company-issued devices via
Logitech Sync®. Customize mouse settings with Logi Options+¢. Monitor
device information in Logi Tune®.

o Built for Scale: Globally certified in 100+ countries with dedicated
technical support and 2-year limited hardware warranty. Compatible
with leading operating systems and platforms.

e A Choice You Can Feel Good About: M240 for Business is certified
carbon neutral and includes 48% certified post-consumer recycled
plastic’.



M240 FOR BUSINESS WIRELESS MOUSE

Sensor . .
Technology Smooth optical tracking
Nominal value: 1000 DPI

Range: 400-4000 DPI (min. and max. value; set
in increments of 100 DPI)

Tracking DPI

3 buttons (left/right-click, middle click®)

Buttons Silent Touch technology reduces click noise by
90%?°

Scrolling Scrollwheel

Handedness Ambidextrous

Service Life 5 million clicks

Wireless Range 10 meters!
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M240 for Business

Height: 99 mm (3.90 in)

Width: 60 mm (2.36 in)

Depth: 39 mm (1.54 in)

Weight: 75.2 g (2.65 0z), incl. receiver
and battery

Logi Bolt USB Receiver

Dimensionsand = |\ % 187 mm (0.74 in)

L Width: 14.4 mm (0.57 i)
Depth: 6.1 mm (0.24 in)
Weight: 1.7 g (0.06 oz)
Packaging
Height: 110 mm (4.33in)
Width: 63.6 mm (2.5 in)
Depth: 44 mm (1.73 in)
Part Number
Region Graphite TAA Compliant
US & Canada 910-007181 910-008122
Latin America 910-007233 -
Europe, Middle East & Africa 910-007182
Asia Pacific 910-007183 -
Taiwan & Korea 910-007184
China 910-007185 -
Japan M240BBGR -
Ioo"-echO Logitech Americas
v/ 3930 North First Street, San

Jose, CA 95134

Logitech Europe S.A.

EPFL - Quartier de I'lnnovation
Daniel Borel Innovation Center
CH -1015 Lausanne

Logitech Asia Pacific Ltd.
Tel : 852-2821-5900
Fax : 852-2520-2230

www.logitech.com/m240b

Contact your reseller
or contact us at
www.logitech.com/business

PRODUCT SPECIFICATIONS

Logi Bolt USB Receiver
Required: USB-A Port

Windows 10 or later

macOS 11 or later

ChromeOS’

Linux®

Bluetooth® Low Energy
Required: Bluetooth Low Energy

Compatibility

Windows 10 or later
macOS 11 or later
iPadOS 14 or later”
ChromeOS’

Linux®

Android 9.0 or later?

Device customization and firmware updates
with Logi Options+®

Device visibility on Logitech Sync® and Logi
Tune®

Software

Certifications Global (list available upon request)

M240 for Business mouse with included Logi
Bolt USB-A receiver and 1 AA battery

User documentation

Box Contents

2-year limited hardware warranty

Warranty 3-year limited hardware warranty (TAA model)
Master Shipper

Unit 10 pack

Operating

Temperature 0o 40°C

Operating

Instructions Q5G on box

™

48%
Recycled
Plastic

®

48%
post-consumer
recycled material®

FSC™

certified paper
FSC packaging

FSC” N003028

' Wireless range may vary depending on operating environment and computer setup.

2 Compared with other commonly deployed wireless protocols for enterprises. Test conducted by
Logitech in controlled conditions comparing, all else the same, Logi Bolt USB receiver connection
latency to competing wireless protocols. The test simulated conditions from no/low noise to very high
noise defined as three Wi-Fi access points set at 1000 mW each distanced at 2 meters from the test
subject with additional adjacent wireless devices set at 8 mW each: two active Bluetooth devices and
three active Logi Bolt product users distanced at 0.5 meters.

> Compared with Logitech M185. Left click dBA level measured by an independent lab at a distance of
1meter.

4 Battery life may vary based on user and computing conditions.

® Sync functionality requires Logi Tune downloaded on individual devices.

¢ Logi Tune and Options+ apps available on Windows and macOS.

’ Minimum 48% post-consumer recycled content of the total plastic components. Excludes plastic in
printed wiring assembly (PWA) and packaging.

& Customizable with the Logi Options+ app. Available on Windows and macOS at logi.com/
optionsplus.

? Device's basic functions will be supported without Logi Options+ software for systems other than
Windows and macOS.
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