
G231  
PRODIGY

COMFORTABLE GAMING AUDIO AND 
COMMUNICATIONS, SIMPLIFIED.
G231 Stereo Gaming Headset works with Xbox One, Playstation 4, 
and PC and delivers high-quality stereo audio in a lightweight design. 
Crisp, clear chat comes from an unidirectional mic that folds away 
when not in use. And in-line volume and mute controls are in easy 
reach on the 2-meter cable. The sports performance cloth ear cups 
mean a soft, comfortable fit even after hours of use. They slip off 
easily for washing to keep the headset in top shape.

WHAT’S IN THE BOX
• Performance gaming headset
• Mic & stereo Y-splitter cable for PC
• User documentation
• 2-year manufacturer’s guarantee

FEATURES
• Comfortable, washable cloth ear cups
• High-quality stereo sound
• Folding, unidirectional microphone

Gaming Headset



PACKAGE SPECIFICATIONS

Primary pack Master shipper carton

Part # 981-000627 n/a
Bar code 5099206066984 (EAN-13) 50992060669813 (SCC-14)

Weight 620 gr 2900 gr
Length 19.8 cm 44 cm
Width 10.7 cm 23.7 cm
Height/depth 23 cm 21.1 cm
Volume 4.873 dm3 0.0220 m3

1 primary pack 1 n/a
1 intermediate pack 0 n/a
1 master shipper carton 4 1
1 pallet EURO 252 63
1 container 20 ft 5544 1386
1 container 40 ft 11528 2882
1 container 40 ft HQ 12576 3144
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SYSTEM REQUIREMENTS
3.5 mm stereo/mic port or separate 3.5 mm 
stereo and mic ports
Platform Compatibility:
• Xbox One™, PS4™, or PC
• Some Xbox One™ controllers may require 

headset adapter sold separately

TECHNICAL SPECS
Headphone:
• Driver: 40 mm
• Frequency response: 20 Hz-20 KHz
• Impedance: 32 Ohms
• Sensitivity: 90 dB SPL/mW
Cable length:
• Headset: 2m
Microphone:
• Pickup Pattern: Cardioid (Unidirectional)
• Type: Pressure Gradient Electret Condenser
• Frequency response: 50 Hz-20 KHz
• Sensitivity: -40 dBV/Pa
• re: 0dB=1 Pa, 1 KHz
• Test conditions: 3.0 V, 1 KHz


