
HP Color LaserJet CP1210 Printer series

High-quality colour printing is fast, very easy and more affordable than ever with
HP’s lowest-priced Color LaserJet. This compact desktop printer helps you create
impressive documents with realistic photo quality, sharp detail and vibrant
colour.

1 Programme features and availability may vary by country
Visit www.hp.com/learn/suresupply
Order consolidation available on printers with HP Easy Printer Care Software installed.

HP Color LaserJet
CP1215 Printer

An ideal printer for individual users in home offices and growing small businesses who need a reliable, affordable and
easy to use, colour printer for general office printing and to produce colour business documents that make a serious
impression.

Get affordable, high-quality colour and black printing with HP’s lowest-priced Color LaserJet.
Create outstanding, professional documents and consistently see vibrant, bold colour, and clean lines, with HP
ColorSphere toner. Get your colour documents noticed with high quality images, text and graphics thanks to HP ImageREt
2400. Create a variety of business documents with broad media support for a range of Original HP specialty papers.
Choose Original HP printing supplies for consistent print quality.

Enjoy easy, intuitive printing with this sleek, compact and quiet device.
Intuitively designed for convenient use with a handy front-access door for replacing supplies. With its compact size and
exceptionally quiet operation, this printer is ideal for the desktop. Incredibly easy to set up and use with a new, intuitive
driver interface. Intelligence built into the Original HP print cartridge interacts with the printer to optimise print quality and
reliability for consistent results every time you print and facilitates convenient supplies reordering1.

Get results you can depend on with fast printing speeds and built-in LaserJet reliability.
Get professional, high-quality results with impressive desktop print speeds of up to 12 ppm black and 8 ppm colour. Inline
printing technology in this printer helps ensure reliable, consistent, and hassle-free printing. Start fast and finish sooner
with HP Instant-on Technology which enables print jobs to begin quickly from low power mode. Count on reliable
performance with a 264 MHz processor and 16 MB memory.



Ordering informationTechnical specifications
Print technology In-line colour laser printing technology
Print speed A4black: Up to 12 ppm , colour: Up to 8 ppm

First page outBlack: < 24 sec (from "ready"), colour: < 30 sec (from "ready")
Exact speed varies depending on the system configuration, software application, driver and document complexity.

Processor 264 MHz , Custom RISC Processor
Memory 16 MB
Print resolution Black: Up to 600 x 600 dpi

Colour: Up to 600 x 600 dpi
Print quality HP ImageREt 2400
Printer languages Host-based
Economical printing Manual duplexing and N-up printing (multiple pages per sheet) features save paper
Typefaces/fonts Based on installed typefaces on host computer; installer installs 80 scalable TrueType screen fonts
Duty cycle (monthly, A4) Up to 25000 pages
Recommended Monthly Page Volume 250 to 1000
Print margins top: 3.5 mm , left: 3.5 mm , right: 3.5 mm , bottom: 3.5 mm
Media handling Input Capacity Weight Size

Tray 1 sheets: 150, transparencies: 50,
cards: 50, envelopes: 10

60 to 176 g/m² (up to 200 g/m²
with HP Laser Cover papers, up to
220 g/m² with HP Color Laser
Glossy Photo papers)

A4, A5, A6, B5 (ISO, JIS), 76 x
127 to 216 x 356 mm

Duplex printing: Manual (driver support provided)
Output: Sheets: Up to 125. Envelopes: Up to 10. Transparencies: Up to 50

Media types Paper (bond, brochure, colour, glossy, letterhead, photo, plain, preprinted, prepunched, recycled, rough), transparencies, labels,
envelopes, cardstock

Interface and connectivity Hi-Speed USB 2.0
Operating systems compatibility Microsoft® Windows® 2000, XP Home, XP Professional, Server 2003, Certified for Windows Vista®

Optional: Latest drivers for Windows are available at http://www.hp.com/support/ljcp1210series

CC376A HP Color LaserJet CP1215
Printer, power cable,
CD(user guide, printer

software), getting started
guide, output tray extension,

4x HP Color LaserJet
Introductory Print

Cartridges(cyan, magenta,
yellow, black) with HP

ColorSphere Toner with up
to 750 pages yield (in

accordance with ISO/IEC
19798)

Service & support
Europe:
UM133E HP Care Pack, Next Business
Day Exchange Service, 3 years
UM137E HP Care Pack, Exchange
Service (standard turn around time), 3
years
UM139E HP Care Pack, Return to
Depot Service, 3 years. (UM139E:
Only Baltics, Greece, Poland, Turkey,
EEM, Slovenia, Czech Republic,
Slovakia, Hungary.
UM133E/UM137E: Rest of Europe)
Africa/Mema:
UM139E: HP Care Pack, Return to
Depot Support Service, 3 years



Ordering informationTechnical specifications
Network operating systems compatibility Microsoft® Windows® 2000, XP Home, XP Professional, Server 2003, Certified for Windows Vista®
Minimum system requirements Microsoft® Windows® 2000, XP Home, XP Professional, Server 2003, Windows Vista® (32 and 64 Bit): 512 MB RAM, 350 MB

hard disk space, CD-ROM drive, available USB port
Software Installer, driver, status application and toolbox
Control panel 2 buttons (Resume, Cancel job), 9 LEDs (Resume, Yellow toner, Magenta toner, Cyan toner, Black toner, Ready, Attention, Paper out,

Paper jam)
Printer management Toolbox
Power Requirements: Input voltage 110 to 127 VAC (+/- 10%), 60 Hz (+/- 3 Hz); 220 to 240 VAC (+/- 10%), 50 Hz (+/- 3 Hz).

Consumption: 290 watts maximum (active/printing), 11.1 watts maximum (ready), 4.4 watts maximum (sleep), 0 watts maximum
(off); Typical Electricity Consumption (TEC): 1.00 kWh/Week

Dimensions (w x d x h) Out of package: CP1215:399 x 453 x 254 mm
Packaged: CP1215:598 x 498 x 367 mm 

Weight Out of package: CP1215:17.6 kg 
Packaged: CP1215:22.8 kg 

Operating environment Operating temperature: 15 to 32.5º C . Recommended operating temperature: 20 to 27º C . Operating humidity: 10 to 80% RH .
Recommended operating humidity: 20 to 70% RH . Storage temperature: -20 to 40º C . Storage humidity: 10 to 95% RH . Noise
level per ISO 9296: Sound power: LwAd6.2 B(A) (active/printing), inaudible (ready). Sound pressure: LpAm47 dB(A)
(active/printing), inaudible (ready)

Product certifications Safety certifications: IEC 60950-1 (International), EN 60950-1+A11 (EU), IEC 60825-1+A1+A2, UL/cUL Listed (US/Canada), GS
License (Europe), EN 60825-1+A1+A2 (Class 1 Laser/LED Device) GB4943-2001, Low Voltage Directive 2006/95/EC with CE
Marking (Europe); other safety approvals as required by individual countries
EMC certifications: CISPR 22: 2005/EN 55022: 2006 Class B, EN 61000-3-2: 2000+A2, EN 61000-3-3: 1995+A1, EN 55024:
1998+A1+A2, FCC Title 47 CFR, Part 15 Class B (USA), ICES-003, Issue 4, (Canada), GB9254-1998, EMC Directive
2004/108/EC with CE Marking (Europe), other EMC approvals as required by individual countries

Warranty One-year, return to authorised service centre, limited warranty. Warranty and support options vary by product, country and local
legal requirements.

Accessories
Q6259A HP Wireless Printing

Upgrade Kit

Laser Printer Supplies
CB540A HP Color LaserJet CB540A

Black Print Cartridge
Average continuous Black

Cartridge yield 2,200
standard pages. Declared
yield value in accordance

with ISO/IEC 19798*
CB541A HP Color LaserJet CB541A

Cyan Print Cartridge
Average continuous

composite
Cyan/Yellow/Magenta
Cartridge yield 1,400

standard pages. Declared
yield value in accordance

with ISO/IEC 19798*
CB542A HP Color LaserJet CB542A

Yellow Print Cartridge
Average continuous

composite
Cyan/Yellow/Magenta
Cartridge yield 1,400

standard pages. Declared
yield value in accordance

with ISO/IEC 19798*
CB543A HP Color LaserJet CB543A

Magenta Print Cartridge
Average continuous

composite
Cyan/Yellow/Magenta
Cartridge yield 1,400

standard pages. Declared
yield value in accordance

with ISO/IEC 19798*

Connectivity
Q6264A HP Hi-Speed USB Cable (6

ft./1.8 m)

For a complete list of supplies,
accessories and services, please refer
tohttp://www.hp.com

http://www.hp.com/uk
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